138T ASV

HI-SIDE TIE-IN DETAIL (FIXED)

COUNTER FLASHING
(NOT BY MCELROY)

STANDARD HEADWALL
TRIM (MT—35)

1387 ZEE CLOSURE \ S
(MT—14) )“

3/16" X 7/8” DOUBLE BEAD I

TAPE SEALANT (BOTTOM OF I

CLOSURE) Il
138T STANDARD CLIP

138T SEAM CAP

138T ROOF PANEL

BEARING PLATE

#30 PAPER FELT
(NOT BY MCELROY)

RIGID INSULATION
(NOT BY MCELROY)

VAPOR BARRIER
(RECOMMENDED)
(NOT BY MCELROY)

22GA. METAL DECK
(NOT BY MCELROY)

#12—13 DEKFAST

FASTENERS (2 PER PANEL)

SLOPES LESS THAN 3:12 WILL
REQUIRE THE PAN OF THE
PANEL TO BE FOLDED UP.

CAULKING
(NOT BY MCELROY)

FASTENER
(NOT BY MCELROY)

URETHANE SEALANT
(UP VERTICAL LEGS OF PANEL
AND CLOSURE)

#9—15 X 17 HWH TYPE A
FASTENERS (5 PER PANEL)

WOOD BLOCKING
(NOT BY MCELROY)

BUILDING LINE
(NOT BY MCELROY)

METAL

DATE CREATED: 10/24/17




