**CLEARANCE REQUIRED FOR THERMAL MOVEMENT**

- **3/32" x 1" Roll Tape Sealant (cont. along eave)**
- **Maxima High Floating Clip**
- **Thermal Spacer**
- **#14-10 x 1 1/2" HWH Type A Fasteners (2 per clip)**
- **Maxima Adv Panel**
- **Approved High Temp. Peel & Stick Underlayment under Eave Trim and for first 3'-0" from Eave, Lapped over Offset Cleat. #30 Paper Felt Thereafter. (Not by McElroy)**
- **Nom. 1/2" (min.) Nailable and Rigid Insulation (Not by McElroy)**
- **Vapor Barrier (Recommended) (Not by McElroy)**
- **22GA. Metal Deck (Not by McElroy)**
- **Roof Line (Not by McElroy)**
- **#10-12 x 1" Type A Pancake Head (O.C. 5'-0") (Not by McElroy)**
- **Support (Not by McElroy)**

- **Eave Trim**
- **Perimeter Cleat**
- **Wood Blocking (Not by McElroy)**
- **Fascia Board (Not by McElroy)**

- **#10-12 x 1" Type A Pancake Head (O.C. 1'-0") (Cleat to Blocking)**
- **3/16" x 7/8" Double Bead Tape Sealant (Pigtail)**
- **Offset Cleat**

- **5/8" & 3/4" Plywood Stripping (Not by McElroy)**

**Date Created: 03/06/08**

McELROY METAL, INC.