
1. Section properties are calculated in accordance with the 2016 AISI North American Specification for the Design of Cold-Formed Steel Structural Members.

2. Va is the allowable shear.

3. Pa is the allowable load for web crippling on end & interior supports. 

4. Ix is for deflection determination.

5. Se is for bending.

6. Ma is the allowable bending moment.  
7. All values are for one foot of panel width.

Notes:

1. Allowable uniform loads are based upon equal span lengths.

2. Live is the allowable live or snow load.

3. Deflection (L/180) is the allowable load that limits the panel's deflection to L/180 while under positive or live load.

4. Deflection (L/240) is the allowable load that limits the panel's deflection to L/240 while under positive or live load.
5. The weight of the panel has NOT been deducted from the allowable loads.

6. Positive Wind, Negative Wind, and Live Load values are limited to combined shear & bending using Eq. H2-1 of the AISI Specification.

7. Positive Wind and Live Load values are limited by web crippling using a bearing length of 2".
8. Web crippling values are determined using a ratio of the uniform load actually supported by the top flanges of the section.
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Allowable Uniform Loads (PSF)
Span in Feet

Span Type Load Type 3.50 4.00 4.50 5.00 5.50

294.63 0.0613 0.0676 2.0287 0.0577 0.0575
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SECTION PROPERTIES TOP IN COMPRESSION BOTTOM IN COMPRESSION

GAUGE
FY 

(ksi)
WEIGHT   

(psf)
Va          

(kip/ft.)
Pa_end      

(lbs/ft.)
Pa_int       

(lbs/ft.)

Ix          

(in.4/ft.)

Mega-Rib
Bare & Painted

1/16/2019


