INSULATED
WALL PANEL

1/2” BUTYL TAPE
SEALANT [SL—03]

1/4-14 x 7/8 TEK 1
SDS SEALER [FS-07]
@ 12" 0C.

INSIDE CORNER TRIM
[TR-03]

FIELD INSTALLED
EXPANDING FOAM
(NOT BY GSP)

OUTSIDE CORNER TRIM
[TR-04]

WALL STUD
(NOT BY GSP)

NON-SKINNING BUTYL
SEALANT [SL—01]

1/8" X 1/2" STAINLESS STEEL
POP RIVET [FS-11] @ 24" O.C.

MINIMUM (2) FASTENERS
(TYPE PER ENGINEERING DESIGN)

\ INSULATED

WALL PANEL

WALL PANEL CLIP
[AC-01]

|

ND ENDING PANEL AS REQUIRED

NOTE: FIELD CUT STARTING PANEL
AT CORNER TRANSITION.

e S

GREEN SPAN
PROFILES®

INSULATED PANEL TECHNOLOGIES

OUTSIDE CORNER

APPLICATION: HORIZONTAL NOTES: ~ STANDARD TRIM
SCALE: NTS REVISION: DATE:
DRAWN: DG DATE: 12-10-11

CHECK: DATE:
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