GALVALUME® 20-YEAR LIMITED WARRANTY

Green Span Profiles, LP (hereinafter referred to as "Manufacturer") warrants to the buyer that Manufacturer's hot dipped aluminum-zinc alloy coated GALVALUME® sheet steel sold for use as painted or unpainted building cladding, if erected within the United States, will not rupture, fail structurally, or perforate within a period of 20 years from the date of shipment from the Manufacturer due to exposure to normal atmospheric conditions.

This warranty DOES NOT APPLY to sheets exposed at any time to corrosive or aggressive environmental conditions, including but not limited to:
1. Areas subject to salt water marine atmospheres or constant spraying of either salt or fresh water.  
2. Areas subject to fallout or exposure to corrosive chemicals, fumes, ash, cement dust, animal waste, or its decomposition by-products, carbon black, or fallout from copper, lead, nickel or silver mining or refining operations.  
3. Areas subject to water run-off from lead or copper flashings or areas where the Galvalume sheet is in contact with lead or copper.  
4. Conditions/circumstances where corrosive fumes or condensates are generated or released inside the building.

This warranty DOES NOT APPLY in the event of:
A. Degree of bend less than 2T (inside diameter) for sheet thickness up to 0.030", and less than 4T for sheet thickness 0.031" and thicker.  
B. Slopes of the roof or sections of the roof flatter than 4:12.  
C. Mechanical, chemical or other damage sustained during shipment, storage, forming, fabrication, or erection.  
D. Forming which incorporates severe reverse bending or which subjects the metallic coating to alternate compression and tension.  
E. Failure to provide free drainage of water, including internal condensation, from overlaps and all other surfaces of sheets or panels.  
F. Failure to remove debris including but not limited to dirt, leaves, and rubbish from overlaps and all other surfaces of the sheets or panels.  
G. Damage caused to the metallic coating by improper forming, scouring or cleaning procedures.  
H. Deterioration of the panels caused by contact with green, wet or pressure treated lumber, unsealed concrete or wet storage stain caused by water or condensation.  
I. Presence of damp insulation, soil, vegetation, or other corrosive materials in contact with or in close proximity to the panel.  
J. Deterioration of the panels caused directly or indirectly by panel contact with fasteners. Selection of suitable long-lasting fasteners to be used with GALVALUME® cladding rests solely with the Buyer. Fasteners are to be insulated from panel surface (elastomeric grommets) to prevent dissimilar metal contact.  
K. Damage resulting from cascading water.  
L. Damage resulting from contact with or water runoff from, lead, copper, graphite or any other dissimilar metal or material.  
M. Failure caused by acts of God, falling objects, external forces, explosions, fires, riots, civil commotions, acts of war or radiation.  
N. Failure due to improper storage or handling.  
O. Failure due to edge corrosion or misapplication of Manufacturer's material.

This warranty shall be subject to the stipulations, limitations, and conditions hereinafter set forth:
1. Manufacturer's liability for breach of this warranty shall be limited exclusively to the cost of either repairing nonconforming panels, or at Manufacturer's sole option replacing nonconforming panels.  
2. Manufacturer shall not in any event be liable for the cost of labor expended by others on any nonconforming sheet or for any special, indirect or consequential damages to anyone by reason of the fact that such panels are nonconforming.  
3. This warranty also applies to the material repaired or used to replace the nonconforming material, but only for the unexpired portion of the warranty period applicable to the original material.  
4. This warranty shall not extend to or cover pre-installation or post-installation damages resulting from shipping or improper handling, storage and/or installation.  
5. This use of unapproved seaming equipment or other forming tools may result in this and all other warranties being void.  
6. Claims must be reported in writing to Manufacturer and be either hand delivered or sent by registered or certified mail to PO Box 730, Waller, TX 77484 during the warranty period and not more than thirty (30) days after the detection of any apparent defects and Manufacturer shall be given a reasonable opportunity to inspect the panels claimed to be nonconforming. Adequate identification of the material involved in the claim, including date of manufacture, Manufacturer's order number, and invoice number, must be established by Buyer.  
7. Buyer shall exercise diligence in his inspection of sheets as received from Manufacturer so as to mitigate the expense of repair or replacement.  
8. Manufacturer extends this warranty solely to the Buyer. This warranty is non-transferable and non-assignable.  
9. Manufacturer reserves the right to terminate this warranty at any time (except as to orders already accepted).  
10. Manufacturer shall have no obligations under this warranty unless and until it receives payment in full for materials furnished.  
11. The supplier of the GALVALUME® substrate has made certain warranties to Manufacturer which are same (or substantially similar) as the warranties made by Manufacturer under this limited warranty. This limited warranty shall be of no further force or effect if such supplier, or its successors or assigns, can no longer perform its obligations under the GALVALUME® warranties made to Manufacturer.  
12. Notwithstanding the foregoing, the warranty coverage provide above by the Manufacturer shall be expressly limited to and shall include only such warranty coverage on coatings applied to Manufacturer's cladding materials by the original supplier(s) thereof. Any and all such warranty coverage available from Manufacturer shall apply only to the same extent that such warranty coverage is available from the original supplier thereof. To the extent that warranty coverage from such supplier(s) is unavailable for any reason whatsoever, Manufacturer shall have no further liability to Purchaser or any other party.  
13. UNDER NO CIRCUMSTANCES SHALL MANUFACTURER BE LIABLE IN ANY WAY TO THE BUYER OR ANY OTHER PARTY FOR DELAYS, FAILURE IN PERFORMANCE, OR LOSS OR DAMAGE DUE TO FORCE MAJEURE CONDITIONS INCLUDING BUT NOT LIMITATION: FIRE, LIGHTENING STRIKE, EMBARGO, EXPLOSION, POWER SURGE OR FAILURE, ACTS OF GOD, WAR, LABOR OR UNEMPLOYMENT DISPUTES, CIVIL DISTURBANCES, ACTS OF CIVIL OR MILITARY AUTHORITY, INABILITY TO SECURE MATERIALS, FUEL PRODUCTS OR TRANSPORTATION FACILITIES, ACTS OR OMISSION OF SUPPLIERS, OR ANY OTHER CAUSES BEYOND ITS REASONABLE CONTROL, WHETHER OR NOT SIMILAR TO THE FOREGOING.

DISCLAIMER - THERE ARE NO OTHER GUARANTEES OR WARRANTIES, EXRESSED OR IMPLIED, WHICH EXTEND BEYOND THE DESCRIPTION AS STATED HEREIN, INCLUDING ANY WARRANTIES OF MERCHANTABILITY OR FITNESS OF PURPOSE. GREEN SPAN PROFILES SHALL NOT BE RESPONSIBLE FOR ANY INDIRECT OR CONSEQUENTIAL DAMAGES (SUCH AS DAMAGES TO THE CONTENTS OR FURNISHINGS OF ANY BUILDING) OR ANY LOSS OF ANY KIND WHATSOEVER.

GALVALUME® is a registered trademark of BIEC International, Inc.

Project Name: ___________________________ Ship Date: ___________________________
Project Address: ___________________________ Representative: ___________________________
Project Customer: ___________________________

1/2/2012 V1.0