**MAXIMA FLOATING CLIP**

**STEP #1**
- MAXIMA PANELS
- 3/32" X 1" ROLL TAPE SEALANT
- (3" PIECE PLACED WHERE END LAP OF PANELS OCCUR)
- MAXIMA PANELS
- 1/4-14 X 1 1/4" HWH TEK2 FASTENERS (2 PER CLIP)

**STEP #2**
- MAXIMA PANELS
- 3/16" X 7/8" DOUBLE BEAD TAPE SEALANT
- FIELD NOTCH CURB FLANGE WHERE PANEL CLIP WILL ATTACH TO ROOF STRUCTURAL MEMBER
- MAXIMA PANELS
- 1/4-14 X 1 1/4" HWH TEK2 FASTENER (2 PER CLIP)

**STEP #3**
- MAXIMA PANELS
- 3/16" X 7/8" DOUBLE BEAD TAPE SEALANT
- FIELD NOTCH CURB FLANGE WHERE PANEL CLIP WILL ATTACH TO ROOF STRUCTURAL MEMBER
- MAXIMA PANELS
- 1/4-14 X 1 1/4" HWH TEK2 FASTENERS (2 PER CLIP)

**STEP #4**
- MAXIMA PANELS
- 3/16" X 7/8" DOUBLE BEAD TAPE SEALANT
- MAXIMA PANELS
- 1/4-14 X 1 1/4" HWH TEK2 FASTENERS (2 PER CLIP)
- PANEL RIB COVER
- (FILL RIB COVER 2/3 FULL OF TUBE BUTYL BEFORE INSTALLING)

**STEP #5**
- MAXIMA PANELS
- 1/4-14 X 1 1/4" HWH TEK2 FASTENERS (2 PER CLIP)
- PANEL RIB COVER
- (FILL RIB COVER 2/3 FULL OF TUBE BUTYL BEFORE INSTALLING)

---

**NOTE:**

FOR WEATHERTIGHTNESS WARRANTIES, AN ALL WELDED ALUMINUM OR STAINLESS STEEL ROOF CURB IS REQUIRED. PLEASE CONTACT MCELROY METAL FOR REQUIRED SPECIFICATIONS ON ROOF CURBS.