Panel/Trim/Accessories
Meridian

Pan Conditions for 12”

- 12” MERIDIAN PANEL MINOR RIB 24 GAUGE ONLY
- 12” MERIDIAN PANEL STRIATED 24 GAUGE ONLY

Pan Conditions for 16”

- 16” MERIDIAN PANEL MINOR RIBS
- 16” MERIDIAN PANEL STRIATED

Meridian Tables and Section Properties

For any available Testing Data, Section Properties, or Load Tables, please visit www.mcelroymetal.com. For additional information, please contact the McElroy Engineering Department at 1-800-950-9082.

Details:
- Factory formed eave notch upon request
- Minimum slope: 3:12
- Must be installed over solid deck
- Oil canning is a natural occurrence in metal panels and is not cause for panel rejection
- Contents in this manual are subject to change without notice.

Pan Options:
- Panel width: 12” and 16”
- Panel configurations:
  - 16” minor ribs or striated
  - 12” minor ribs or striated
- Coating:
  - Kynar 500® (PVDF)
- Substrate:
  - Standard 26 GA Galvalume® 16” only
  - Standard 24 GA Galvalume 12” and 16”

Note:
- Meridian manufactured in Sunnyvale, TX features a slightly different lap and should not be mixed with panels from other facilities

Details:
- Factory formed eave notch upon request
- Minimum slope: 3:12
- Must be installed over solid deck
- Oil canning is a natural occurrence in metal panels and is not cause for panel rejection
- Contents in this manual are subject to change without notice.

Pan Options:
- Panel width: 12” and 16”
- Panel configurations:
  - 16” minor ribs or striated
  - 12” minor ribs or striated
- Coating:
  - Kynar 500® (PVDF)
- Substrate:
  - Standard 26 GA Galvalume® 16” only
  - Standard 24 GA Galvalume 12” and 16”

Note:
- Meridian manufactured in Sunnyvale, TX features a slightly different lap and should not be mixed with panels from other facilities
**MERIDIAN**

**TRIM FOR EXPOSED FASTENED APPLICATIONS**

**Eave Trim**

- **MREET**
  - Color Side: 12" *
  - Lengths: 10' - 3"
  - 20' - 3"

**Denver Eave Trim**

- **MREDE**
  - Color Side: 12" *
  - Lengths: 10' - 3"
  - 20' - 3"

**Valley Trim**

- **MREVT**
  - Color Side: 12" *
  - Lengths: 10' - 3"
  - 20' - 3"

**Rake Trim**

- **MRERT**
  - Color Side: 13/16" 4 1/8" 4 1/8" 2 5/8" 3 3/8" 13/16"
  - Lengths: 10' - 3"
  - 20' - 3"

**Denver Rake**

- **MREDR**
  - Color Side: 1 1/16" 4 1/4" 1 3/16"
  - Lengths: 10' - 3"
  - 20' - 3"

**Rake Tie-In**

- **MREEW**
  - Color Side: 1 3/16"
  - Lengths: 10' - 3"
  - 20' - 3"

**Step Rake Tie-In**

- **MRESW**
  - Color Side: 2 1/2"
  - Lengths: 10' - 3"
  - 20' - 3"

**Zee Closure**

- **MRAZC**
  - Color Side: 7/8" 1 1/8" 1 1/16"
  - Lengths: 10' - 3"
  - 20' - 3"

**Vented Zee Closure**

- Color Side: 7/16" 7/16" 7/8" 1 1/8"
  - Lengths: Produced in Peachtree City Plant Only 10' - 3"

**High Side Eave Trim**

- **MREHS**
  - Color Side: 7 3/4" 4 1/2"
  - Lengths: 10' - 3"
  - 20' - 3"

**High Side Tie-In Trim**

- **MRESW**
  - Color Side: 8" 2 1/2"
  - Lengths: 10' - 3"
  - 20' - 3"

**Hip Trim**

- **MRHT**
  - Color Side: 4 1/8" 4 1/8"
  - Lengths: 10' - 3"
  - 20' - 3"

**Ridge Trim**

- **MRERC**
  - Color Side: 8 1/8" 8 1/8"
  - Lengths: 10' - 3"
  - 20' - 3"

**Gutter**

- **MRDGT**
  - Color Side: 4 1/4" 1" 1 1/2" 5" 3 1/2"
  - Lengths: 10' - 3"
  - 20' - 3"

**Gutter Strap**

- **MRD-GS**
  - Color Side Up: 10" 10"
  - Lengths: 0' - 10"

---

**Notes:**

- *specify roof pitch
- Indicates an open hem - All other hems are closed.
- **Snow guards required to prevent damage caused by sliding snow.**
MERIDIAN

TRIM FOR EXPOSED FASTENED APPLICATIONS

3” x 4” Downspout BBPDS

Gutter End Cap MRDGE

Aluminum Downspout Outlet BBPOUT

Lengths: 14’ - 3”

Downspout Strap BBPDSS

“A” Style Downspout Elbow BBPELA

Lengths: N/A

TRIM FOR ARCHITECTURAL APPLICATIONS

Eave Trim* MRAET

Eave Drip / Rake Trim* MRAED

Eave Drip 1.5” MRAM15

Perimeter Cleat MRAPC

Valley Trim* MRAVT

Offset Cleat MRAOF

Lengths: 10’ - 3”

Lengths: 10’ - 3”

Lengths: 10’ - 3”

Lengths: 12”

Lengths: 12”

Lengths: 12”

Lengths: 10’ - 3”

Lengths: 10’ - 3”

Lengths: 20’ - 3”

Lengths: 20’ - 3”

Lengths: 10’ - 3”

Lengths: 10’ - 3”

Lengths: 20’ - 3”

*specify roof pitch

H Indicates an open hem - All other hems are closed.
<table>
<thead>
<tr>
<th>Accessory</th>
<th>Part # Varies by Color</th>
<th>Part #</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Screws</strong></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>#10 - 12 x 1” Type A Pancake Head Woodgrip</td>
<td></td>
<td>#36116</td>
<td></td>
</tr>
<tr>
<td>#9 - 15 x 1” Type A Woodgrip W/O Washer - Plain</td>
<td></td>
<td>#36115</td>
<td></td>
</tr>
<tr>
<td>#10 - 15 Woodgrip HILO ZAC</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>#43D Pop Rivet</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Sealants</strong></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Titebond Caulk Sealant</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>White Urethane Sealant</td>
<td></td>
<td>#95320</td>
<td></td>
</tr>
<tr>
<td>Sikalastomer 511 Butyl Tube Sealant</td>
<td></td>
<td>#95342</td>
<td></td>
</tr>
<tr>
<td>Roll Tape Sealant 3/32” x 1” x 45’</td>
<td></td>
<td>#95335</td>
<td></td>
</tr>
<tr>
<td>Dektite Flashing Roof or Wall Pipe</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Plugs</strong></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Inside Closure Plug</td>
<td></td>
<td>#95072</td>
<td></td>
</tr>
<tr>
<td>Outside Closure 12” w-Adhesive</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Paint</strong></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Touch-Up Paint Pen</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Hemming Tool</td>
<td></td>
<td>#36120</td>
<td></td>
</tr>
</tbody>
</table>