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FW PANEL

FW Panel (Inverted Plank)

- Factory applied sealant
- Maximum length:

24 GA 2Ê minimum and 8Ê maximum
22 GA 2Ê minimum and 15Ê maximum

- FW Panel is produced in Adelanto, CA and 
Houston, TX

- Oil canning is inherent in all metal panels and is not cause for panel rejection. 

- Please contact a McElroy representative for specific pricing, lead times, special colors or gauges that may not be on a

McElroy Metal color chart.  
- Contents in this manual are subject to change without notice. To confirm this book is the most current copy, please visit McElroyÊs 

website at www.mcelroymetal.com.

- Panel width: 12‰
- Panel configurations:

Inverted Plank, Flat, Vee Grooves
- Reveal Options: 1‰ to 3‰ (panel remains at 12‰ and 

reveal size increases coverage)
- Coating:

Kynar 500® (PVDF)
- Substrate: 

Standard 24 GA Galvalume®

Optional 22 GA Galvalume

Notes:

For any available Test Data, Section Properties or Load
Tables, please visit the download section at
www.mcelroymetal.com. Please contact the McElroy
Engineering Department at 1-800-950-9082 for addi-
tional information.

1 1/2”

12”

12”

FW Vee Grooves

12”

FW Inverted Plank

Panel Options:

Details: Panel Options:

1 1/2”

1 1/2”
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FW PANEL

Factory Applied Sealant

Typical Seam Engagement

Typical 1” Reveal Seam Engagement

Custom Reveal Seam Engagement

Pancake Head or
Hex Head

Pancake Head or Hex Head Fastener
(Fastener Type as Required)

Pancake Head Fastener
(Fastener Type as Required)

Pancake Head Fastener
(Fastener Type as Required)

Factory Applied Sealant

Factory Applied Sealant

Pancake Head
Only

Pancake Head
Only

1”

**

-  Min imum Reveal  i s  1/2‰ -  Maximum Reveal  i s  3‰  -  Reveal  can be increased in  1/2‰ increments
**

FW Series Panel
Interlock

Pancake Head
Fasteners Only

Factory
Applied
Sealant

FW Series Panel
Reveal Interlock

Pancake Head
Fasteners Only

Reveal Adjustable
1/2” to 3”

(in 1/2” Increments)

FW Series Panel Interlocks

FW Panel Seam Engagements

Factory
Applied
Sealant



Outside Corner
MT-55

3 1/2”

1/2”

Color Side

Notes:

Soffit Trim
MT-48

1”

1/2”

1/2”
Hem

Color Side

TRIM
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Inside Corner
MT-56

3 1/2”

Color Side

*specify roof pitch

FW PANEL

Fascia / Soffit Trim
MT-150

FW Zee Closure
MT-178

J Trim
MT-196

3 1/2”

1/2”

3 1/2”

1/2”

1/2”

3 1/2”

3”

1/2”

Color Side

1”

1 3/8”

1 3/8”

1 1/4”

Color Side

1 9/16”

2 15/16”

1”

1/2”
Hem

Color Side

1 1/2” Sill Trim with Return
MT-148

Wainscoat Flashing
MT-176

Jamb Trim
MT-179

4 3/4”

Color Side

1 1/2”

4 1/2”

Color Side

4”

Field Verify 1/2”
Hem

Color Side

Head Trim
MT-180

Sill Trim
MT-177

Zee Sill Trim
MT-181

Field Verify

3 1/2”

Color
Side

1” Turn-Up

5/8”

3/4”

Field Verify

Color Side

4”

2 1/2”

Color Side

1/2” Hem

1 1/2”

5/8”

135
o

95
o

Field Verify

1/2”
Hem

5/8”

Field Form

o5

2”

1/2” Hem

1 5/8”

5/8”

1/2” Hem

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Lengths:
LF

Indicates an open hem - All other hems are closed.H

H

H

H

H



Notes:

43D PopRivets
(Part # Varies by Color)

#12 - 14 x 1 1/2” HWH TEK2 
W/Washer

#10 - 16 x 1” TEK2
Pancake Head
Self-Driller
Item #: 36117

#10 - 12 x 1” Type A
Pancake Head
Woodgrip
Item #: 36116001
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ACCESSORIES

FW PANEL

Touch-Up Paint Pen
(Part # Varies by Color)

1/4 - 14 x 7/8” LAPTEK ZAC
Self Driller
(Part # varies by color) 

Titebond Caulk Sealant
(Part # varies by color)
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